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GENERAL FEATURES 

• Cage diameter: 750 mm

• Rung spacing: 300 mm

• External ladder width: 636 mm

• Internal ladder width: 588 mm

• Ladder profiles: 65 x 24 mm

• Ladder rung: 29.5 x 29.5 mm, anti- slip

DURABILITY 

Manufactured in aluminium (ladder, rings, front exit) and high- strength steel with anti- corrosion treatment applied to fasteners, safety door, upper 
part of safety door, and half- height safety door.

REINFORCED RIGIDITY 

Extruded aluminium profile 65 × 24 mm.

Anti- slip aluminium rung 29.5 × 29.5 mm.

SIMPLIFIED INSTALLATION

Fast- assembly system for easy installation: fasteners, ladder- to- ladder, and front exit- to- ladder bolted joints. The system requires only one type 
of ring and one type of bracket for the entire installation.

REFERENCE STANDARD
Caged ladders, or fixed ladders, are collective protection systems for safe access at height to machinery or buildings.

With a complete range of accessories, they can be adapted to every configuration: 

• with or without changes in direction

• wall exit or hatch exit

• with or without closing panel

• fastening on cladding

The ladders are delivered pre- drilled, with pre- assembled components to facilitate installation.

ACCESS SYSTEM COMPLIANT WITH CURRENT STANDARDS 
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REQUIRED TOOLS 

RIVETER



≤ ≤
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CLEARANCES TO BE OBSERVED DURING INSTALLATION OF THE CAGED 

LADDER 

FOR HEIGHTS ≤ 8 m (NF E85-016:2022) AND ≤ 10 m (EN 14122-4:2017)
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STANDARD LADDERS

STEPMODJUN

Kit of 2 ladder-to-ladder joints

The kit allows two ladders to be connected in sequence, ensuring installation continuity. It is made of 6063 aluminium alloy to provide increased 
structural strength. The tightening torque is 10 Nm. 

STEPMODJUN ASSEMBLY INSTRUCTION

The ladder connection kit is used to join one STEP UP ladder to another STEP UP ladder in a continuous sequence, using the screws provided in the kit. 

Description Material Pcs

1 Hexagonal nut with toothed flange M10 Stainless steel 4

2 M10 washer Stainless steel 4

3 Internal joint 240 mm 6063 aluminium 2

4 M10 x 40 mm screw Stainless steel 4
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FRONT EXIT RAILS

The ladder- to- front- exit connection kit connects the ladder to the front exit, completing the ladder kit installation. It is made of 6063 aluminium 
alloy to ensure increased structural strength. The tightening torque is 10 Nm. 

Note: The ladder- to- front- exit connection kit has a wider end inserted into the ladder and a narrower end inserted into the front exit. (see drawing).

Description Material Pcs

1 Hexagonal nut toothed flange M10 Stainless steel 4

2 M10 washer Stainless steel 4

3 Machined internal joint 240 mm 6063 aluminium 2

4 M10 x 40 mm screw Stainless steel 4

STEPOUTJUN ASSEMBLY INSTRUCTION

Fasteners must be placed at the lad-
der | front- exit connection point.

Figure 1

Front exit rail

2



STEPBAR180 

STEPBAR220

STEPBAR250
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STEPBOARIT - STEPBOAREU ASSEMBLY INSTRUCTIONS

Follow the steps below to assemble the rest platform:

Rest platform kit: 

A. Position the right support (4) and left support (5) connected to the rung with the fastening brackets (6) and M10 x 25 mm screws (8) M10 
washers (2) and hexagon nut with toothed flange (1). 

B. Raise the platform by two rungs and connect the supports (4 and 5) to the rest platform (7) with M10 x 25 mm screws (8), M10 washers (2) 
and hexagon nuts with toothed flange (1). 

C. Assemble the rear mounting flange (3) that secures the platform to the step with M10 x 60 mm screws (10), M10 washers (2) and hexagon 
nuts with toothed flange (1). 

D. Finally, fasten the platform bracket (9) with the M10 x 25 mm screw (8), M10 washer (2) and hexagon nut with toothed flange (1) to the front 
end of the platform. 

E. After carrying out the previous steps, install the ring kit for rest platform.

F. Connect the platform bracket (9) to the closest tie rod of the cage, using a hammer head screw and the cage ring nut.

REST PLATFORM

A

D

B

E

C

F







=+
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SIMPLE COMPLETE AVERAGE

The locking system, common to all three door versions, makes it possible to prevent access to the ladder by locking it with a padlock (not includ-
ed). For assembly, once the door is installed, the ladder profile is drilled and the block riveted, as shown in the images. 

DOOR LOCK ASSEMBLY INSTRUCTIONS 

LADDER ACCESS













32  |  STEP UP  |  SAFETY REGULATIONS, INSTRUCTIONS FOR INSTALLATION AND USE

The ring is fastened to the front exit with a M10 x 50 mm screw and an M10 hex nut with toothed flange, included in the landing kit. A single screw 
connects the front exit, the landing and the ring.

ASSEMBLY INSTRUCTIONS FOR THE LAST RING 

PROTECTION KIT



300 mm max.

200 mm min.

L

300 mm max.

200 mm min.

L
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maximum railing height with simple fasteners 

Width Description Material Weight

[mm] [mm] [Kg]

526 Landing 500
6063 aluminium

13,8

332 Landing 300 9,8

 PROTECTION KIT CONFIGURATIONS
STEPLAND500

STEPLAND300

L
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Description Pcs Weight

[kg]

1 DBS2 Ø6 x 25 mm screw + washer 4
1,79

2 Gate structure 1

DBS2 Ø6 x 25 mm screw + 
washer

Steps for assembling the gate:

1. Position the gate at the top of the landing and secure it to the uprights with two clamps. 

2. Fasten the hinges to the upright with DBS2 screws and washers. 

3. Remove the clamps.

4. Check the spring resistance of the hinges, which may vary as required. 

GATES

The STEP UP safety gate is mandatory to ensure collective protec-
-

e36T7.2435 T4The  -     
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COMPONENTS

GROUP CODE description B L H pcs

[mm] [mm] [mm]

LADDER 

MODULES

STEPMOD120
ladder module 1,20 m -  4 
steps

65 636 1200 1
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COMPONENTS
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GROUP CODE description pcs

CAPS

STEPMODCAP kit of 2 upper upright caps 1
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GROUP CODE description pcs

LADDER  

ACCESS

STEPTRAPIT
safety gate for ladder access  
Legislative Decree 81/2008 -  UNI 11962:2024

1

STEPTRAPEU
safety gate for ladder access  
EN 14122

1

STEPDOOR90 half- height safety door with fasteners and door stop 1

STEPDOOR180 safety door 1

STEPDOORUP upper part of safety door 1

CLOSURE

STEPCOVERIT
metal sheet for safety cage closure Leg. Decree 
81/2008 -  UNI 11962:2024

1

STEPCOVEREU metal sheet for safety cage closure EN14122 1

STEPCOVERSIDE kit of 2 side cage covers 1

CODES, DESCRIPTIONS AND DIMENSIONS

COMPONENTS
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COMPONENTS
CODES, DESCRIPTIONS AND DIMENSIONS

GROUP CODE description pcs

PROTECTION KIT

STEPLAND300 300 mm platform kit with side protection 1

STEPLAND500 500 mm platform kit with side protection 1

STEPLAND800 800 mm platform kit with side protection 1

STEPLAND1000 1000 mm platform kit with side protection 1

ACCESSORIES STEPDOORDIST door spacers for vertical lifeline 1

BASES

STEPFEETREG
kit of 2 adjustable support feet with holes for 
fastening to the ground

1

STEPFEETHING kit of 2 adjustable hinged support feet 1
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COMPONENTS
CODES, DESCRIPTIONS AND DIMENSIONS

GROUP CODE description pcs

GATES 

STEPGATE550 landing gate H=550 mm (fasteners included) 1

STEPGATEKIT fastening kit for duplication of STEPGATE550 gate 1
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